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Rungs:

Stiles & Feet:

Fittings & Locking Bars:

Ropes & Pulleys:

Platform:

Fittings,

Ladder Checks

No cracks, splits, dents or twists.
Nothing worn, loose, broken or missing.
Not contaminated with grease, paint or chemicals.

In good order with no cracks, splits, dents or
twists.

Not worn or contaminated with grease, paint or
chemicals.

Not sharp to touch, splintered or chipped.
Feet in position and secure.

Wheels in good condition

Not damaged, loose, distorted or corroded.

Locking/stabilizer bars in good order and locks in
place correctly.

No missing or loose screws, rivets or welding.
Ropes in good condition and free from wear.
Guides undamaged.

Free movement of ladder.

Not split or buckled.

Platform

Locking bar

Ladder Classification

BS2037/BS1129 Class 3:

EN131:
BS2037/BS1129 Class 1:

Domestic use only. Should NOT be used in a
workplace!

For trade & light industrial use.

For heavy duty & industrial use.

SSP

Checklist

Inspection Date:

Time:

Inspector:

Location:

Equipment Ref:

Inspection type:

At start of shift |:|

paily [ ]

Weekly |:|

Ladder classification

Rungs

Stiles

Locking bar

Fittings

Platform

Handrail

Wheels & castors

Feet

Ropes & pulleys

GOOD TO GO pod

Inspector notes:
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